
WELCOME TO OUR WHAT’S NEW!

JERICO PLASTIC IND. INC

PRODUCTS, PARTNERSHIPS, AND PROCESSING



New Products
New Services

New Opportunities
Jerico has grown from a 
start-up company to a 

trusted supplier of 
materials to rotational 

molding companies of all 
sizes. 



To talk more about Polypropylene come see us at booth 
213 or visit www.jericoplastic.com “Contact Us”

http://www.jericoplastic.com/


RMPP141

• PROCESSING GUIDELINES:

▪ Oven temperature ~ 2800C to 3000C 

▪ PIAT 2250C – 2300C

▪ Rotation similar to LMDPE

• OBSERVATIONS:

• Lower shrinkage than PE

Physical 

Melt Flow Rate  2300 C/2.16kgs g/10 min 13 ISO 1133

Density 2 g/cm3 0.900 ISO 1133

Mechanical & Thermal

Tensile stress  1 At yield MPa 24 ISO 527-2

Tensile strain  1 % At yield % 5 ISO 527-2

Tensile Modulus  1 MPa 1250 ISO 527-2

Flexural Modulus 1 MPa 1200 ASTM D790

FNCT 2 2% Ige * 5MPa @  500C

6MPa @  500C

Hours

Hours

>300

170

ISO16770

10x10mm x 1.6mm notch 

ESCR 1 2% Igepal * Hours > 1000 ASTM D1693

Shore D Hardness  1 62 ASTM D2240

HDT  1

HDT  1

0.455 MPa

1.82 MPa

Deg C

Deg C

115

62

ISO 75-2 4mm Edgewise  

Poisson Ratio 0.44 ISO 527-2



A NEW PARTERSHIP AND PRODUCT 

• JERICO IS EXCITED TO ANNOUNCE OUR PARTENERSHIP WITH 4 ROTO 
(SANDY SCACCIA) AND ROTOWORX POLYPROPYLENE FOR JERICO’S 

POLYPRO DISTRIBUTION PROGRAM

• RMPP141 POLY PRO for Rotational Molding
• FEATURES:

• An Excellent Balance of High Stiffness & High Impact

• Good Temperature Resistance 

• EXCELLENT ESCR and good chemical resistance

• Very Good UV    Rated > UV12

• Superior Surface Hardness and Scratch Resistance

• Available in Natural, Black, and Colors



A NEW PARTENERSHIP:   
BAYSTAR /JERICO LASTIC PROGRAM



NEW OPPORTUNITIES TO 
BETTER SERVE OUR 

CUSTOMERS!

NATURAL PE RESIN 
DISTRIBUTION FOR 

ROTATIONAL MOLDING

Lumicene® mPE M3581 UV

6 MELT .935 DENSITY

Lumicene® mPE M4041 UV

4 MELT .939 DENSITY



DURABILITY, 
PROCESSABILITY, AND 
PERFORMANCE
• Ideal for thick and thin walled parts

• Excellent impact resistance and 
appearance

• Broad processing window

• Greater Down-gauging capabilities 

• Excellent solution as a recycled 
impact booster PIR/PCR PE for Roto

• Enhanced processing and 
mechanical properties

• Good gloss and Color

COME SEE US AT BOOTH 213 OR VISIT 
WWW.JERICOPLASTIC.COM

FOR MORE DETAILS

http://www.jericoplastic.com/


NEW STONE EFFECTCOMPOUND! 

• JERICO IS PROUD TO INTRODUCE OUR G.O.A.T PRODUCT LINE

Greatest Of All Time ☺



DUE TO THE NATURE OF SE’S THEY TEND TO HAVE 
LOWER IMPACT. 

HOW DOES JERICO GT COMPOUND HELP?

• WIDE PROCESSING WINDOW

• GOOD IMPACT OVER BROADER OPERATING RANGE

• MOLDER FLEXIBILITY WITH PRODUCTION SCHEDULING

• DECREASED SCRAP RATE DUE TO UNDERCURRED TO SLIGHTLY 
OVERCURRED PARTS



GT11808 ,17 min @ 605, UNDER CURRED, 0.239” WALL THICK, IMPACT 80 ft-lb, DF after 80 ft lbs.

Annealed 24hrs / Conditioned 8hrs in freezer / 10lb dart



GT11808 ,19 min @ 605, SLIGHTLY UNDER CURRED, 0.239” WALL THICK, IMPACT 85 ft-lb, DF AFTER 
85 FT LBS.

Annealed 24hrs / Conditioned 8hrs in freezer / 10lb dart



GT11808 , 23 min @ 605, GOOD CURE, 0.239” WALL THICK, IMPACT 90 ft-lb, NO FAILURE

Annealed 24hrs / Conditioned 8hrs in freezer / 10lb dart



TO LEARN MORE ABOUT JERICO’S NEW ADVENTURES, 
VISIT US IN BOOTH 213

PROUDLY SERVING THE ROTATIONAL 
MOLDING MARKET SINCE 1997

What can Jerico Plastic create for you?

www.jericoplastic.com
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