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	4.1.	Metal Building Assemblers must demonstrate compliance with the following requirements:
4.1.1.	The requirements of these accreditation criteria;
4.1.2.	IAS Rules of Procedure for Accreditation of Inspection Practices of Metal Building Assemblers.
	

	4.2.1 The assembler of metal building systems shall establish and implement a management system that is fully documented. This documented management system must describe the quality assurance activities for ensuring that the assembly meets the specified requirements.
	Complete Management System Manual

	4.2.2. The Metal Building Assembler shall submit to IAS for initial review, a documented management system, including a cross reference matrix ensuring that the requirements in Section 4 of these accreditation criteria have been included in the management system.  The cross reference matrix must be signed by the Quality Manager (as defined in 4.2.8.1)
	This document

	4.3 The submitted management system document must be signed and dated by the highest level of authority within the metal building assembler.
	Cover page

	4.2.4 Metal building assemblers accredited under these criteria will adhere to metal building systems manufacturer’s drawings, specifications and installation manuals.
	Page 4, Section 2.3

	4.2.5.	Metal building assemblers accredited under these criteria, that rely on subcontracted or temporary labor must have documented procedures to show how they ensure compliance of subcontracted and temporary labor with the safety and training requirements of these criteria

	Page 4, Section 2.7, Also see SOP…

	4.2.6. Metal building assemblers accredited under these criteria that subcontract all or a significant portion of an assembly shall advise the contracting entity whether or not work will be performed by an accredited entity.
	Page 4, Section 2.7, Also see SOP…

	
4.2.7 The Metal Building Assembler shall submit to IAS, for review, a three (3) year lookback safety report that includes Experience Modification Rate (EMR) ratings, any and all citations or other communications from OSHA (both Federal and State agencies) or other safety authority having jurisdiction along with corrective actions taken, and any other relevant safety information reasonably requested by IAS. The Metal Building Assembler must provide their three (3) year average EMR. Numbers greater than one (1) are disqualified from the accreditation process. In addition, the severity of the citations and violations will be reviewed along with the corrective actions taken to determine if the accreditation process can proceed. 



	

	4.2.8. The accredited metal building assembler must maintain the following insurance coverage:
4.2.8.1. Workmen’s Compensation,
4.2.8.2. Comprehensive General Liability,
4.2.8.3. Comprehensive Automobile Liability,
4.2.8.4. Umbrella Excess Comprehensive General and Comprehensive Automobile
	Page 4, Section 2.9 (policy declarations attached)

	
4.2.9 The following key personnel must be identified in the organization and their responsibilities must be documented. The designated personnel must have clear understanding of their assignments 



	

	4.2.9.1. Quality Manager: Metal building assemblers accredited under these criteria shall designate a quality manager who has the necessary training, experience and authority to complete the tasks listed below:
	Page 5, Section 3.4

	4.2.9.1.1. Develop and implement the management system, in accordance with these criteria;
	Page 5, Section 3.5

	4.2.9.1.2. Ensure that periodic (at a minimum, annually) internal audits are conducted and documented, and that corrective actions are implemented.
	Page 5, Section 3.5

	4.2.9.1.3. Ensure that management reviews (at a minimum, annually) are conducted and documented to assure the adequacy and the effectiveness of the management system. Management reviews must produce a summary and a documented plan of action for improvement.
	Page 5, Section 3.5

	4.2.9.2. Safety Manager: Metal building assemblers accredited under these criteria shall designate a safety manager who has the necessary training, experience and responsibility to complete the tasks listed below. The safety manager shall report directly to the highest level of authority within the organization.

	Page 5, Section 3.6

	4.2.9.2.1. The safety manager shall develop, implement and maintain a documented safety program in accordance with these criteria.
	Page 5, Section 3.8

	4.2.9.2.2. Ensure, at a minimum, an annual review of the documented safety program to ensure it meets all required standards for the type of work usual and customary to the metal building assembler.
	Page 5, Section 3.12

	4.2.9.2.3. The safety manager shall ensure jobsite-specific safety plans are developed for each job and have knowledge of and access to the appropriate documents to meet this requirement.
	Page 5, Section 3.10

	4.2.9.3 Training Manager: Metal building assemblers accredited under these criteria shall designate a training manager who has the necessary training, experience and responsibility to complete the tasks listed below. The training manager shall report to the highest level of authority within the organization. The training manager shall have (at a minimum) the following responsibilities:
	Page 5-6, Section 3.13 

	
4.2.9.3.1 Develop, implement and maintain a documented training program that ensures at least 25% of all field workers meet the definition of Journeyworker, Metal Building Assembly. 

	Page 5-6, Section 3.14

	4.2.9.3.2. Ensure, at a minimum, an annual review of the documented training program to ensure it meets all required standards for the type of work usual and customary to the metal building assembler and that it has been effectively implemented.

	Page 6, Section 3.15

	4.2.9.3.3. Ensure that training plans meet all OSHA requirements, building manufacturer requirements, and equipment use requirements for the assigned tasks. Have knowledge of and access to the appropriate resources to meet this requirement.
	Page 6, Section 3.16

	4.3.Documented Management System Requirements
A documented management system must be provided which includes the following details:
4.3.1. Basic Information
4.3.1.1. The name of the metal building assembler and its legal identity (company registration details),
4.3.1.2. The physical address of the metal building assembler,
4.3.1.3. The mailing address (if different),
4.3.1.4. Name and title of the person serving as the IAS contact, including the telephone number and e-mail address.

	Management System – Cover Page

	4.3.2. Required Statements: The following statements must be provided:
4.3.2.1. All activities of the metal building assembler shall be directed in such a manner as to ensure that the safety and training requirements of these criteria will be met.
	Page 4, Section 2.2

	4.3.2.2. The elements of the safety and training programs will be disseminated to all personnel that are involved with the assembly of metal buildings.
	Page 4, Section 2.4

	4.3.3. Control of Documents: Procedures must be provided for control of documents relating to safety and training programs, as well as project documents. This control shall include the following:
4.3.3.1. A document approval procedure,
4.3.3.2. A procedure to ensure that only current, approved documents are used,
4.3.3.3. A procedure to ensure that documents are available at all locations where necessary for the proper functioning of the management system.
	Page 3, Section 1.2-1.4, See also SOP…

	4.3.4. Training Program Documentation

	Page 6, Section 4 and attached Training Plan

	
4.3.4.1 Metal building assemblers accredited under these criteria shall establish, document and implement a training program that ensures a qualified labor force competent in techniques necessary to ensure the quality and integrity of assembled metal buildings and ensures at least 25% of field workers meet the definition of Journeyworker, Metal Building Assembly. 




	

	4.3.4.2. As a minimum, there must be training requirements established for all field personnel
	Page 6, Section 4 and attached Training Plan

	4.3.4.3. The training program must require OSHA 10 for all employees with more than one year of service
	Page 6, Section 4 and attached Training Plan

	4.3.4.4. The training program must include passing grades on the MBI Quality and Craftsmanship Training Series
	Page 6, Section 4 and attached Training Plan

	4.3.4.5. The metal building assembler shall have provisions for storing, maintaining, and accessing training records and maintaining current personnel qualifications. Training records must include the following:
4.3.4.5.1. Completed and dated training attendance records.
4.3.4.5.2. Documentation proving comprehension of training (e.g., test results and/or certificates).
4.3.4.5.3. Any required certifications and/or training necessary to perform the specific tasks assigned to that employee.
	Page 6, Section 4 and attached Training Plan  (may wan to also have an SOP)

	4.3.5. Safety Program Documentation
4.3.5.1. Metal building assemblers accredited under these criteria shall establish and implement a safety program that is fully documented. This program must describe the procedures and activities for ensuring that all employees, subcontractors and processes comply with minimum OSHA standards and/or applicable regulatory requirements.

	Page 6, Section 5.1 and 5.2

	4.3.5.2. Metal building assemblers accredited under these criteria must have documented procedures for the development and implementation of jobsite-specific plans and JSA’s prior to commencement of work.
	Page 6, Section 5.3

	4.3.5.4. The safety program document must be reviewed at least annually.
	Page 5, Section 3.9

	4.4. Onsite Job-specific Assessment: The IAS will perform jobsite assessments as per the schedule outlined in the Rules of Procedure.
4.4.1. Electronic Review of Required Documents: IAS will perform an assessment of all required documents prior to conducting jobsite assessments as per the schedule outlined in the rules of procedure.
4.4.2. Onsite inspections will be scheduled at a mutually convenient time/location to ensure inspection of a building that has significant activity to verify required elements.
4.4.3. Jobsite inspections are pre-planned and announced.
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