	Job Safety Analysis

	Job Description: 
Vertical OKK CNC Machine Center 
	JSA No. 01
	Revision No.  01


	Location/Department:  
PPE Required.  Steel toe boots, Safety Glasses, Cut resistance gloves
	Completed by:   

	Date Completed: 
3/27/2019

	Steps
	Job/Task Description
	Picture
	Secondary Tasks
	Potential Hazard(s)
	Control Method(s)

	1
	Retrieve steel block and job instruction packet.  
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	Cuts/Lacerations from sharp edges on steel.  


	Wear cut resistant gloves when touching or handling steel block.  

 

	2
	Pick up steel block and move to machine center.  Evaluate how to lift block. 
Some blocks have positioning holes for rigging and others may be moved with magnet.     
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	Manual Material Handling






Crushing Hazard









Cuts/Lacerations from sharp edges on steel.  

	Use the overhead hoist equipped with magnet or rigging for handling large pieces of stock.
 
Anything over 40 lbs should be handled with mechanical equipment.  

Do not place any part of the body within the fall radius of overhead loads.

Wear steel toe footwear

Visual inspection of hoist, rigging and magnets on a daily basis to verify all components are in proper operating condition.  

Wear cut resistant gloves when touching steel.  



	3
	Index machine table forward and set steel block on the table.    
	
	
	Cuts/Lacerations


Crushing Hazard


	Wear cut resistant gloves when handling sharp edges of steel.  

Make sure hands are not between steel block and table when lowering block

	4
	Secure block to machine center table bed with clamps or magnet
	
	
	Electric Magnet
	Follow Companies  Magnet Safety Procedures.  

	5
	Select tooling and install into machine center
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	Cuts/Lacerations
	Tooling is sharp.  Wear cut resistant gloves when handling.  

	6
	Select appropriate program from computer file
	
	
	No hazards noted.  
	

	7
	Inspect, unload finished part and place on pallet
	
	
	Chips and finished part can be sharp.

Blowing off parts with air nozzle

Cutting oils

Manual Material Handling


Crushing Hazard

	Wear cut resistant gloves


Blow compressed air away from self.  Wear safety glasses to protect eyes

Avoid skin contact – Wear gloves

Remove finished part with hoist if over 40 lbs

Do not place any part of the body within the fall radius of overhead loads.

Wear steel toe footwear

Visual inspection of hoist, rigging and magnets on a daily basis to verify all components are in proper operating condition.  
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